Office Space Egress

Warm Zone

Transitional Zone
Area of Concrete Scanning

) ———f
CS1

567 ¢/m ’
f—\_

CS4 ﬂ

568 ¢/m

Support Area

T T VI T T R T T T T I

CS2
550 ¢/m

CS3
627 ¢/m

| 3 25 H 10 Feet
L

Legend

- Concrte Reading Location

l: Decon Area

Notes:
Readings presented in counts per minute (c/m)
Background Reading: 374 ¢/m

N

WEéT Weston Solutions, Inc.
W

. East Division
In Association With
Scientific and Environmental Associates, Inc.,
Environmental Compliance Consultants, Inc.,
Avatar Environmental, LLC, On-Site Environmental,
Inc.and Sovereign Consulting, Inc

DATE MODIFIED: 8/8/2016

Figure X:
Concrete Scans

Niagara Falls Boulevard Site
Niagara Falls, New York

U.S. ENVIRONMENTAL PROTECTION AGENCY]
REMOVAL SUPPORT TEAM 3
CONTRACT # EP-S2-14-01

GISANALYST:

EPA OSC:
RST SPM: P Lisichenko
FIL ENAM E: 160805 _NFB_CONCRETEBKGRD.MXD|

FAGIS\G 0070014 MXD60805_NFB_CONCRETEBKGRD.MXD

ED_001490B_00004129-00001



